MATERIAL SAFETY DATA SHEET    


   


Micro-Lube Inc.								Information#   (888) 293-1763


Unit 54, 9703-41 Avenue		MICRO-LUBE H-200


Edmonton, Alberta, Canada T6E 6M9	     						DATE: 7-20-07


******************************************************************************************


SECTION 1:  PRODUCT  IDENTIFICATION


PRODUCT NAME……………………………………………… MICRO-LUBE  H-200


CHEMICAL FAMILY………………………………………….  N/A


NFPA - HEALTH HAZARD……………………………………. 1


	  FIRE HAZARD………………………………………… 1


	  REACTIVITY HAZARD………………………………. 0


NFPA SCALE…………… 0=INSIGNIFICANT    1=SLIGHT    2=MODERATE    3=HIGH    4=EXTREME


******************************************************************************************


SECTION 2:  HAZARDOUS  INGREDIENTS


CHEMICAL NAME			CAS #			% VOLUME		SECT. 313	TLV(Units)	


PETROLEUM OIL(NAPTHA)	064741-96-4		15-23			NO


ALIPHATIC PETROLEUM DIST.	064742-47-8		60-77			NO


MOLYBDENUM DISULFIDE	001317-33-5		0.2-1.0			NO	


******************************************************************************************


SECTION 3:  PHYSICAL DATA


BOILING POINT………………………………………………  500.0 (F  (1 ATM)


FREEZING POINT…………………………………………….  3 (F


Ph……………………………………………………………….  NA


VAPOR PRESSURE mm Hg @ 20(C…………………………  <10


SPECIFIC GRAVITY………………………………………….  0.82 @ 60.0 (F


SOLUBILITY IN WATER……………………………………  <0.01


APPEARANCE/ODOR………………………………………… BLACK/GRAY W/ SLIGHT ODOR


******************************************************************************************


SECTION 4:  FIRE AND EXPLOSION HAZARD DATA


FLASH POINT (F……………………………………………..  225 (F


AUTOIGNITION TEMP………………………………………  430.0(F


FLAMMABILITY LIMITS IN AIR (%V)…………………….  NA


EXTINGUISHING MEDIA…………………………………..  CO2, DRY CHEMICAL		        SPECIAL FIRE FIGHTING PROCEDURES….. Use self-contained breathing apparatus, with full 		        facepiece, in enclosed areas.  Water may be used to  keep fire-exposed containers cool until fire is out.


UNUSUSAL FIRE & EXPLOSION HAZARDS. Vapors are heavier than air and may travel along the ground or be moved by ventilation and ignited by heat, pilot lights, other flames and ignition sources at locations distant from material handling point.  Never use welding or cutting torch on or near drum (even empty) because product can ignite explosively.


******************************************************************************************


SECTION 5:  REACTIVITY DATA


PRODUCT STABILITY………………………………………  STABLE


       Conditions to Avoid……………………………………….  NA


CHEMICAL INCOMPATIBILITY……………………………  Strong oxidizing agents


HAZARDOUS DECOMPOSITION PRODUCTS……………  May form various hydrocarbons


HAZARDOUS POLYMERIZATION………………………… Will not occur


******************************************************************************************





******************************************************************************************


SECTION 6:  HEALTH HAZARD DATA


SKIN CONTACT...May cause mild irritation.  Prolonged or repeated exposure may dry the skin.  Symptoms     


                                may include redness, burning, drying and cracking, and skin burns.


EYE CONTACT…Eye irritant.  May cause redness, swelling, tearing and stinging of conjunctiva.


INHALATION….. Short-term inhalation toxicity is low.  Breathing small amounts during normal use is not 


		        likely to cause harmful effects.  Breathing large amounts may be harmful.


INGESTION……..Single dose oral toxicity is low.  Swallowing small amounts during normal handling is not


                               likely to cause harmful effects.  Swallowing large amounts may be harmful.  This material


                               can enter the lungs during swallowing or vomiting and cause lung inflammation or damage. 


******************************************************************************************


SECTION 7:  EMERGENCY AND FIRST AID PROCEDURES


SKIN CONTACT..Remove contaminated clothing and flush exposed skin with soap and water.  If irritation


                               persists or develops, get medical attention.  Launder contaminated clothing before reuse.


EYE CONTACT…Immediately flush eyes with large amounts of water for 15 minutes and get medical attention


INGESTION……..If swallowed, DO NOT INDUCE VOMITING.  Get medical attention immediately.  Never


                               give anything by mouth to an unconscious person.  If person is drowsy or unconscious place


                               them on left side with the head down.


INHALATION…..Move to fresh air.  Aid in breathing, if necessary, and get medical attention.


******************************************************************************************


SECTION 8:  SPILL OR LEAK PROCEDURES


SPILL OR LEAK PROCEDURES…Absorb with inert material and place in suitable container for disposal.


WASTE DISPOSAL METHOD……Dispose of in accordance with federal, state, and local regulations.


HAZARDOUS WASTE 40CFR261..NA


CONTAINER DISPOSAL………….Empty containers may contain residuals.  Thoroughly clean and recycle.


******************************************************************************************


SECTION 9:  SPECIAL PROTECTION INFORMATION


RESPIRATORY PROTECTION..Respirator not required with most applications.


VENTILATION………………….Local exhaust is generally sufficient to minimize exposure.


PROTECTIVE CLOTHING……..Gloves, aprons, boots, as necessary to prevent skin contact.


EYE PROTECTION……………..Chemical goggles or protective eyewear.


OTHER PRECAUTIONS………..Safety shower and eyewash fountains should be easily accessible.


******************************************************************************************


SECTION 10:  STORAGE AND HANDLING PRECAUTIONS


HANDLING AND STORAGE….Keep out of reach of children.  For use by trained personnel only.  Keep


				       container closed during storage.  For industrial use only.  Empty containers


				       may be hazardous.  Avoid potential ignition of container.  All metal container


  				       should be grounded and/or bonded when material is transferred.


******************************************************************************************


SECTION 11:  SUPPLIER INFORMATION


All  statements, information and data provided in this MSDS are believed to be accurate and reliable.  This information is presented without guarantee.  Users should make their investigations to determine suitability of the information for their purposes.  Nothing is intended as permission to violate any laws.


******************************************************************************************


